
Built-In ATSC/NTSC/QAM digital tuning allows for tuning of standard cable channels 

as well as off-air digital broadcasts, in addition to digital "cable-in-the-clear" broadcasts.

ColorStream® Component Video Input provides the ultimate picture quality from 

interlaced component video signals.

StableSound® maintains television volume within a preset range regardless of the 

source signal.

3-Line Digital Comb Filter provides more accurate processing of RF and composite 

video signals for a sharper, cleaner picture.

Front Panel A/V Inputs provide maximum versatility and convenience for the consumer

who wishes to easily connect a video game console or a camcorder.

32D47
32” Color TV

PRELIMINARY



32D47 Specifications

CRT Type FST Black
®

ATSC/NTSC/QAM Digital Tuner ✓

Digital Comb Filter 3-Line
16:9 Mode with Zoom ✓

MTS Stereo / SAP with dbx ✓

StableSound
®

✓

Surround Sound ✓

Audio Wattage (Total) 5w

Full Function Remote Control ✓

Tri-Lingual Icon On-Screen Display ✓

Off / Sleep / GameTimerTM ✓

On Timer ✓

Closed Captioning  ✓

V-Chip ✓

Advanced Channel Return ✓

Channel Lock ✓

Video Lock ✓

Favorite Channel ✓

Channel Labeling ✓

Inputs:

RF Input ✓

Rear A/V Inputs 2
Rear S-Video Input ✓

ColorStream
®

Component Video Inputs (Y, Pb, Pr) ✓

Front Panel A/V Inputs ✓

Outputs:

Fixed Audio Output ✓

WHD (in.) 29-1/2 X 26 X 21-3/4
Weight (lbs) 115
UPC 022265232668
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